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Camera 
Image Sensor1/4" 1.0MP CMOS Sensor 
Image Resolution1MP 720P/ 960H 
Effective Pixels1280*720 
TV SystemPAL/NTSC 
Electronic Shutter1/25s~1/50,000s , 1/30s~1/60,000s 
S/N Ratio≥50dB 
Scanning SystemProgressive Scan 

Lens 
Focus Length2.8-12mm 
Focus ControlManual 
Lens TypeVarifocal 
Pixels2M Pixels 
Auto Iris SupportNO 

Night Vision 
Infrared LED42 x 4PCS  
Infrared Distance40M 
IR StatusUnder 10 Lux by CDS 
IR Power OnCDS Auto Control 

Camera Features  
Starlight/ 
Day/Night  YES 
OSD Menu Language YES 
White Balance AUTO / MANUAL 
Gain Control AUTO 
Noise Reduction DNR 
Picture AdjustmentYES 
WDR YES 
OSD Support YES 
UTC YES 
Dip SwitchOptional 



 

 

 

 

 

General 
HousingMetal, IP66 
BracketYES 
Dual VoltageNO 
IR Cut FilterYES 
HeaterNO 
Audio/ 
Operation Temperature-10℃ ~ +50℃ RH95% Max 
Storage Temperature-20℃ ~ +60℃ RH95% Max 
Power SourceDC12V±10%, 700mA 
Dimension220(W) x 80(H) x 80(D)mm   
Weight1400g 

 


